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Патрубок  для 
приєднання до 
порохотяга

Бокова ручка

Стандартна комплектація
* Бокова ручка
* Шестиганний ключ M10 
* Захисний кейс
* Адаптер приєднання до 
порохотяга
*Прокладки:
49,6 х 22,4 х 5 мм (х2 шт.)
49,6 х 22,4 х 10 мм (х1 шт.)
49,6 х 22,4 х 12 мм (х1 шт.)
49,6 х 22,4 х 15 мм (х1 шт.)

                   

Додаткова ручка

Розташуйте стільки прокладок, 
скільки необхідно для 
досягнення потрібної ширини 
борозди. Розмір: 15, 12, 10 та 
2х5 мм

Напрямні

прокладки 

додаткове приладдя

■  Металокерамічні алмазні леза для CS-180 

артикул  діаметр        Товщина    посадковий отвір
CS01800028  180мм (7")     1.6мм   22.23мм (7/8")

Кейс

Захисний кожух від 
п и л у  д о з в о л я є 

п р а ц ю в а т и б і л ь ш 
чисто

Ролики для 
м’якого руху

Двигун захищений 
електронікою, що 
з а п о б і г а є  в і д 
перевантаження.

Шкала 
глибини

CS180 шТроБорІЗ

Основна ручка

Зовнішні габарити
455мм x 333мм x 375мм  

артикул  
DS23000059  

■  кейс

Адаптер приєднання 
до порохотяга

Модель SC180
Потужність споживання 1800 Ватт
Напруга 220В / 50 Гц
Швидкість обертання холостого ходу 4100 об/хв
 Діаметр диску 180 мм
Ширина різу 9-51 мм
Макс. глибина різу 15-54 мм
Поступовий старт та захист від перевантаження в наявності
Вага нетто 7,7 кг

Оснащений потужним двигуном 1800 Ватт та двома алмазними лезами 180 мм. Двигун захищений 
електронікою, що запобігає від перевантаження. (Не треба чекати, коли машина охолоне, просто відпустіть 
вимикач та знову розпочніть роботу). 
Ергономічна ручка дозволяє використовувати машину в багатьох позиціях для зручної роботи.  
Основа на роликах дозволяє м’яку та точну роботу. 
Можливість робити борозди до 51 мм в ширину та 54 мм в глибину. 
Захист від перевантаження.

■

■
■
■
■

61

The CS150 Wall Chaser is a light, easy-to-handle machine. The blades run clockwise so it's very convenient for vertical 

chases, just pull the machine downwards along the wall. The dust control is excellent for healthy, mess-free operation. 

The powerful motor with feedback electronic speed stabilization circuitry allows the machine to maintain the same 

speed, without slowing, regardless of load.  

WALL CHASER

 Model                                                      CS 150 (Pinch  Flange Mode)        CS150N (Spacers Mode)

 Power input   1500 W

 Voltage     100-120V 50-60Hz,   220V-240V  50-60Hz

 No Load min
-1
   6500  

 Blade  Diameter   150mm

 Blade Bore Size   22.23mm (7/8")

 Channel  Width   18~45mm

 Max. Cutting Depth   45mm

 Soft Start & Overload Protection With

 Net Weight     4.7kgs (10.34 Lbs)                               4.44kgs (9.81Lbs)

Ergonomic handle in 

line with the blades.

Outer Cover

Vacuum Port

Spindle Lock

Steel rollers

Powerful 1500W motor with 

feedback electronic speed 

stabilization, soft start, and 

overload protection. 

Trigger Switch Direction of Rotation

Depth Stop Lever

P i v o t i n g  s a f e t y 
cover. Ideal dust 
control and safety

                                      Part Number

Hard shell case  572mm x 362mm x 238mm          HS02250004

STANDARD ACCESSORIES 
* Side Handle
* 4mm T-Handle Hex Wrench
* Vacuum Hose End Adaptor
* 8mm L-Hex Wrench
    (CS150 only)

* 40mm Open-End Wrench
   (CS150 only)

* 6mm T-Handle Hex Wrench
   (CS150N only)

*Spacers
   (CS150N only)

Place as many spacers as 

necessary to achieve the 

desired groove width. They 

are in sizes:

40mmx22.2mmx6mm(X 2 pcs)

40mmX22.2mmX4mm (X 1 pc)

40mmX22.2mmX10mm (X 1 pc)

40mmX22.2mmX15mm (X 1 pc)

Spacers Clockwise blade rotation for 

safe vertical chasing.

Variable width of blades. 

18~45mm. Maximum cutting 

depth of 45mm.

CS150 (Pinch  Flange Mode) CS150N (Spacers Mode)
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