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125 мм шліфувальна машина – це дійсно новий інструмент на ринку з багатьма можливостями. Вона зовсім 
легка, лише 3.8 кг, для безвтомної роботи. Незважаючи на легкість, її двигун дуже потужний 1200 Вт з 
електронним стабілізатором швидкості. Це дозволяє підтримувати однакову швидкість, незважаючи на 
навантаження. Легка в управлінні,  пил та відходи контролюються вакуумною системою. Це економить час та 
звільняє від проблем в зачищенні. Комфортна робота можлива не лише при шліфуванні підлоги, а також при 
шліфуванні стін та стелі без встановлення драбини. Економить багато часу та зусиль.

LG125 шлІфувальна Машина для БеТону З великиМ роБочиМ проСТороМ

Стандартна комплектація: 
* Шланг для вакуумного пило-  
  смока 4М
* Валіза
* Дугоподібна ручка
* Гайковий ключ
* Вилочний гайковий ключ
* 125 мм алмазна чашка 
(80/100 абразивність)

Регулятор швидкості з 
поступовим стартом та 
захистом від перевантаження

Вимикач

2- осьова шліфувальна головка, 
що обертається, з захисним 
кожухом

М’яка ручка

З’єднувач для шланга, 
що обертається

Дугоподібна ручка (опція)

Модель LG125
Потужність 1200 Ватт
Напруга 220В/50Гц
Швидкість холостого ходу 1700-3500 об/хв
Довжина 1475 мм
Max діаметр 125 мм 
Діаметр шпинделя 22.23 мм
Поступовий старт та захист від перевантаження В наявності
Вага нетто 3.8 кг (без алмазної чашки)

                                      артикул 
Шланг            GS02250023
Валіза           GS02250048

Пластина  для алмазного полірування

Алмазний диск з фланцями

Пластина з алюмінію            LG01250026
       
5 дюймові (125мм) алмазні шліфувальні 
пластини (див.стр.52)

Алмазна чашка            
№50/60 абразивність        SM01250034
№80/100 абразивність          SM01250035

Затискна гайка                      EP05LF0005

Внутрішній фланець             EP05LF0006

Поглинач пилу                        LG01250021
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The CS150 Wall Chaser is a light, easy-to-handle machine. The blades run clockwise so it's very convenient for vertical 

chases, just pull the machine downwards along the wall. The dust control is excellent for healthy, mess-free operation. 

The powerful motor with feedback electronic speed stabilization circuitry allows the machine to maintain the same 

speed, without slowing, regardless of load.  

WALL CHASER

 Model                                                      CS 150 (Pinch  Flange Mode)        CS150N (Spacers Mode)

 Power input   1500 W

 Voltage     100-120V 50-60Hz,   220V-240V  50-60Hz

 No Load min
-1
   6500  

 Blade  Diameter   150mm

 Blade Bore Size   22.23mm (7/8")

 Channel  Width   18~45mm

 Max. Cutting Depth   45mm

 Soft Start & Overload Protection With

 Net Weight     4.7kgs (10.34 Lbs)                               4.44kgs (9.81Lbs)

Ergonomic handle in 

line with the blades.

Outer Cover

Vacuum Port

Spindle Lock

Steel rollers

Powerful 1500W motor with 

feedback electronic speed 

stabilization, soft start, and 

overload protection. 

Trigger Switch Direction of Rotation

Depth Stop Lever

P i v o t i n g  s a f e t y 
cover. Ideal dust 
control and safety

                                      Part Number

Hard shell case  572mm x 362mm x 238mm          HS02250004

STANDARD ACCESSORIES 
* Side Handle
* 4mm T-Handle Hex Wrench
* Vacuum Hose End Adaptor
* 8mm L-Hex Wrench
    (CS150 only)

* 40mm Open-End Wrench
   (CS150 only)

* 6mm T-Handle Hex Wrench
   (CS150N only)

*Spacers
   (CS150N only)

Place as many spacers as 

necessary to achieve the 

desired groove width. They 

are in sizes:

40mmx22.2mmx6mm(X 2 pcs)

40mmX22.2mmX4mm (X 1 pc)

40mmX22.2mmX10mm (X 1 pc)

40mmX22.2mmX15mm (X 1 pc)

Spacers Clockwise blade rotation for 

safe vertical chasing.

Variable width of blades. 

18~45mm. Maximum cutting 

depth of 45mm.

CS150 (Pinch  Flange Mode) CS150N (Spacers Mode)
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