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Циркулярна пилка SCS7 з алмазним диском - це ідеальне рішення для швидкого, точного, різу з підводом води 
для всіх видів натурального та штучного каменю до 55 мм товщиною. Серцем цієї машини є 1800 Ватт двигун. 
Можливо здійснювати різ під кутом за допомогою основи, що нахиляється. Подача води з швидкозатискним 
перехідником дозволяє різати швидше та подовжує строк використання диска. Є спеціальний патрубок для 
під’єднання  порохотяга, що забезпечує чистоту інструмента. Окрім різу каменя машина ідеально підходить 
для різу старих фальців для підготовки до заміни. Направляюча шина дозволяє різати рівно  

SCS7 ЦИРКУЛЯРНА ПИЛКА ДЛЯ КАМЕНЮ

Стандартна комплектація 
* Перехідник для підключення 
пилосмоку
* Паралельна напрямна
* Швидкозатискний перехідник для 
шлангу
* T-видна тріскачка
* Кейс

Додаткове приладдя
* Алмазний диск 7"
* PRCD захисний механізм

Кейс 	   
455мм x 333мм x 375мм  

Артикул 
DS23000059 

			А   ртикул 	О пис
Довга направляюча 	 DS23000052        196мм x 1400мм
Коротка направляюча	 DS16000037        196мм x 800мм

Алюмінієві направляючі дозволяють ідеально відрізати, а гумова 
стрічка вказує оператору де повинна бути лінія різу. 

■ Алюмінієві направляючі

Перехідник для 
підводу води

Гумовий ковпачок

Каретка

Додаткова ручка

Головна ручка

Антифрикційний 
пристрій

Артикул 
      Струбцина С                     DS16000050

Алюмінієві направляючі 

Шкала 
глибини різу

Вимикач

Паралельний упор

Модель SCS7
Потужність споживання 1800Ватт
Напруга 220В/ 50 Гц 
Швидкість холостого ходу 5800 об/хв
Шпиндель 22.23 мм
Макс. діаметр диску 180 мм
Макс. глибина різу 55 мм
Захист від перевантаження В наявності
Вага нетто  6.7 кг
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The CS150 Wall Chaser is a light, easy-to-handle machine. The blades run clockwise so it's very convenient for vertical 

chases, just pull the machine downwards along the wall. The dust control is excellent for healthy, mess-free operation. 

The powerful motor with feedback electronic speed stabilization circuitry allows the machine to maintain the same 

speed, without slowing, regardless of load.  

WALL CHASER

 Model                                                      CS 150 (Pinch  Flange Mode)        CS150N (Spacers Mode)

 Power input   1500 W

 Voltage     100-120V 50-60Hz,   220V-240V  50-60Hz

 No Load min
-1
   6500  

 Blade  Diameter   150mm

 Blade Bore Size   22.23mm (7/8")

 Channel  Width   18~45mm

 Max. Cutting Depth   45mm

 Soft Start & Overload Protection With

 Net Weight     4.7kgs (10.34 Lbs)                               4.44kgs (9.81Lbs)

Ergonomic handle in 

line with the blades.

Outer Cover

Vacuum Port

Spindle Lock

Steel rollers

Powerful 1500W motor with 

feedback electronic speed 

stabilization, soft start, and 

overload protection. 

Trigger Switch Direction of Rotation

Depth Stop Lever

P i v o t i n g  s a f e t y 
cover. Ideal dust 
control and safety

                                      Part Number

Hard shell case  572mm x 362mm x 238mm          HS02250004

STANDARD ACCESSORIES 
* Side Handle
* 4mm T-Handle Hex Wrench
* Vacuum Hose End Adaptor
* 8mm L-Hex Wrench
    (CS150 only)

* 40mm Open-End Wrench
   (CS150 only)

* 6mm T-Handle Hex Wrench
   (CS150N only)

*Spacers
   (CS150N only)

Place as many spacers as 

necessary to achieve the 

desired groove width. They 

are in sizes:

40mmx22.2mmx6mm(X 2 pcs)

40mmX22.2mmX4mm (X 1 pc)

40mmX22.2mmX10mm (X 1 pc)

40mmX22.2mmX15mm (X 1 pc)

Spacers Clockwise blade rotation for 

safe vertical chasing.

Variable width of blades. 

18~45mm. Maximum cutting 

depth of 45mm.

CS150 (Pinch  Flange Mode) CS150N (Spacers Mode)


