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DSG55 акуМуляТорний шурупокруТ З каСеТою

 Стандартне комплектація:
* Пристрій для зарядки 
акумулятора
* Додаткові  насадки 2 шт
* Кейс

Двигун 5.8 N-m з високою швидкістю
Магазин з автоматичною подачею для швидкого загвинчування шурупів 
Легко модифікується зі стандартного режиму в режим автоматичної подачі
Регулятор глибини загвинчування шурупа
2 високоякісні насадки для шурупокрута 
Високоефективний двигун з вентиляційним охолодженням
Електричний вимикач
Реверсивна функція
2 різних акумулятори: 2.0 Ah Ni-Mh 3.0 Ah Ni-Mh (при замовленні вказувати)
Зручний гачок для ременя
Замінні графітові щітки для подовження роботи двигуна

Стандартний шурупокрут

Магазин з автоматичною подачею

* Замінний зарядний пристрій 
14.4 В 
* Замінний акумулятор 14.4 В
* Кейс (див.стр.37)
* 1.5 Ah Li-ion акумулятор
* 3.0 Ah Li-ion акумулятор

додаткове приладдя: 

Кейс

Обмежувач довжини 
загвинчування

Акумулятор

Перемикач 
зміни 
швидкостей

П е р е м и к а ч 
швидкостей

Зовнішньо доступні 
щітки
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Модель DSG55             
Напруга DC 14.4 В
Швидкість холостого ходу 0- 3200 об/хв
Затискач 1/4 ”
Довжина загвинчування 15 - 55 мм
Мах обертання Nm 5.8 Nm
Акумулятор 2.0 Ah Ni-Mh 3.0 Ah Ni-Mh
Зарядний пристрій 1 година, 14.4 В
Захист від перевантаження В наявності
Розмір (ДхШхВ) 383х80х237 мм
Вага Нетто 3.4 кг          
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The CS150 Wall Chaser is a light, easy-to-handle machine. The blades run clockwise so it's very convenient for vertical 

chases, just pull the machine downwards along the wall. The dust control is excellent for healthy, mess-free operation. 

The powerful motor with feedback electronic speed stabilization circuitry allows the machine to maintain the same 

speed, without slowing, regardless of load.  

WALL CHASER

 Model                                                      CS 150 (Pinch  Flange Mode)        CS150N (Spacers Mode)

 Power input   1500 W

 Voltage     100-120V 50-60Hz,   220V-240V  50-60Hz

 No Load min
-1
   6500  

 Blade  Diameter   150mm

 Blade Bore Size   22.23mm (7/8")

 Channel  Width   18~45mm

 Max. Cutting Depth   45mm

 Soft Start & Overload Protection With

 Net Weight     4.7kgs (10.34 Lbs)                               4.44kgs (9.81Lbs)

Ergonomic handle in 

line with the blades.

Outer Cover

Vacuum Port

Spindle Lock

Steel rollers

Powerful 1500W motor with 

feedback electronic speed 

stabilization, soft start, and 

overload protection. 

Trigger Switch Direction of Rotation

Depth Stop Lever

P i v o t i n g  s a f e t y 
cover. Ideal dust 
control and safety

                                      Part Number

Hard shell case  572mm x 362mm x 238mm          HS02250004

STANDARD ACCESSORIES 
* Side Handle
* 4mm T-Handle Hex Wrench
* Vacuum Hose End Adaptor
* 8mm L-Hex Wrench
    (CS150 only)

* 40mm Open-End Wrench
   (CS150 only)

* 6mm T-Handle Hex Wrench
   (CS150N only)

*Spacers
   (CS150N only)

Place as many spacers as 

necessary to achieve the 

desired groove width. They 

are in sizes:

40mmx22.2mmx6mm(X 2 pcs)

40mmX22.2mmX4mm (X 1 pc)

40mmX22.2mmX10mm (X 1 pc)

40mmX22.2mmX15mm (X 1 pc)

Spacers Clockwise blade rotation for 

safe vertical chasing.

Variable width of blades. 

18~45mm. Maximum cutting 

depth of 45mm.

CS150 (Pinch  Flange Mode) CS150N (Spacers Mode)


