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Патрубок  для 
приєднання до 
порохотяга

VRN1400/ VR600 елекТричний вІБраТор для ущІльнювання БеТону

Цей надійний та легкий вібратор допомагає видаляти бульбашки 
повітря з рідкого бетону. Комплектується допоміжними ременями.
Легкий в роботі за будь-яких умов. 

VRN1400 

VR600 

додаткове приладдя

■ гнучкі вали для електричного вібратору ( при замовлені вкажіть потрібний код)

артикул  розмір
AZ017    28мм x 1000мм
AZ013    28мм x 1780мм
AZ019    28мм x 3000мм

Стандартна комплектація

VRN1400
* Бокова ручка
* Захисний ремінь

VR600
* Бокова ручка

  артикул  розмір
  AZ018   38мм x 1000мм
  AZ014   38мм x 1780мм
  AZ015   38мм x 3000мм
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Модель VRN1400 VR600
Вхідна потужність 1400 Ватт 600 Ватт
Напруга 220В / 50 Гц 220В / 50 Гц
Кількість обертання холостого 
ходу

16,000 об/хв 20,000 об/хв

Сила вібрації 11,000 14,000 
Типи валів AZ013, AZ014, AZ015 AZ017, AZ018 , AZ019 AZ017, AZ013
Поступовий старт В наявності Немає
Вага нето (лише двигун) 4.3 кг 2.45 кг
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The CS150 Wall Chaser is a light, easy-to-handle machine. The blades run clockwise so it's very convenient for vertical 

chases, just pull the machine downwards along the wall. The dust control is excellent for healthy, mess-free operation. 

The powerful motor with feedback electronic speed stabilization circuitry allows the machine to maintain the same 

speed, without slowing, regardless of load.  

WALL CHASER

 Model                                                      CS 150 (Pinch  Flange Mode)        CS150N (Spacers Mode)

 Power input   1500 W

 Voltage     100-120V 50-60Hz,   220V-240V  50-60Hz

 No Load min
-1
   6500  

 Blade  Diameter   150mm

 Blade Bore Size   22.23mm (7/8")

 Channel  Width   18~45mm

 Max. Cutting Depth   45mm

 Soft Start & Overload Protection With

 Net Weight     4.7kgs (10.34 Lbs)                               4.44kgs (9.81Lbs)

Ergonomic handle in 

line with the blades.

Outer Cover

Vacuum Port

Spindle Lock

Steel rollers

Powerful 1500W motor with 

feedback electronic speed 

stabilization, soft start, and 

overload protection. 

Trigger Switch Direction of Rotation

Depth Stop Lever

P i v o t i n g  s a f e t y 
cover. Ideal dust 
control and safety

                                      Part Number

Hard shell case  572mm x 362mm x 238mm          HS02250004

STANDARD ACCESSORIES 
* Side Handle
* 4mm T-Handle Hex Wrench
* Vacuum Hose End Adaptor
* 8mm L-Hex Wrench
    (CS150 only)

* 40mm Open-End Wrench
   (CS150 only)

* 6mm T-Handle Hex Wrench
   (CS150N only)

*Spacers
   (CS150N only)

Place as many spacers as 

necessary to achieve the 

desired groove width. They 

are in sizes:

40mmx22.2mmx6mm(X 2 pcs)

40mmX22.2mmX4mm (X 1 pc)

40mmX22.2mmX10mm (X 1 pc)

40mmX22.2mmX15mm (X 1 pc)

Spacers Clockwise blade rotation for 

safe vertical chasing.

Variable width of blades. 

18~45mm. Maximum cutting 

depth of 45mm.

CS150 (Pinch  Flange Mode) CS150N (Spacers Mode)


